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AUTOMATIC INSTALLATION OF DRIVERS 

 

 
 

 
 

 
 
 

 
 
 

1. Insert CD driver in optical 
disc drive and wait for the 
flash menu of creative. Click 
on Next when on the 
welcome screen. 

2. Select language and Click 
on Next. 

3. Please have all 
checkboxes in this screen 
checked and click on Install . 
Drivers and software bundle 
shall be automatically 
installed.  



 

 

 
 
 

MANUAL INSTALLATION OF DRIVERS 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 

 
 

1. Webcam will be detected 
upon connection to USB 
port. Click on Next. 

2. In the new hardware 
wizard, select “Search for a 
suitable driver for my 
device[recommended]”  
and click on Next. 



 

 

 
 

 
 

 
 
 
 
 

3. In the next window, make 
sure “Specify a location” is 
checked and click on Next. 

4. Specify the location of the 
driver, which is located in 
\drivers\english folder of the 
CD-driver. Click on OK. 



 

 

 
 
 

 
 
 
 

 
 
 
 
 
 
 

5. The webcam vista driver 
will be discovered by the 
operating system. Please 
click on Next. 

5. The webcam vista driver 
will be discovered by the 
operating system. Please 
click on Next. 



 

 

 
REINSTALLING THE NEW DRIVER 

 
 

 
 

 
 
 
 
 
 

1. Go to Control Panel, then 
System. A new window will 
appear. Click Hardware tab 
and then Device Manager. 

2. Device Manager window 
will appear. Click on Imaging 
devices and double-click on 
the Creative Webcam Vista 
Plus. 



 

 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 

3.  Properties window will 
appear. Click on Driver tab 
and then Update Driver. 

4. In the new hardware 
wizard, select “Search for a 
suitable driver for my 
device[recommended]”  
and click on Next. 
 



 

 

 
 

 
 
 
 

 
 
 

5. In the next window, make 
sure “Specify a location” is 
checked and click on Next. 

6. Specify the location of the 
driver, which is located in 
\drivers\english folder of the 
CD-driver. Click on OK. 



 

 

 
SETTINGS OF WEBCAM  VISTA PLUS 

 
 

 
 

 

1. Under properties of 
Webcam device, 
default settings are: 

 
Brightness   255 
Contrast       0 
Hue               0 
Saturation   160 
Sharpness   4 
Gamma        80 

3. Change settings to the 
specifications below 
for better output 
display. 

 
Brightness    280 
Contrast       14 
Hue               0 
Saturation    160 
Sharpness    8 
Gamma         85 


